
Description of item #202L-40F

1. ASME B40.100 & EN837-1 design

2. 100mm (4") nominal size

3. AISI304 Stainless Steel housing

4. AISI304 Stainless Steel crimped ring

5. Tempered glass lens

6. Aluminum dial

7. Aluminum pointer, black finished

8. Blow out oil plug

9. Glycerin filled

10. Copper alloy movement

11-1. Phosphor bronze Bourdon tube

11-2. Bourdon tube in C-form (< 100bar/1500psi)

11-3. Bourdon tube in helical-form (> 100bar/1500psi)

12-1. Copper alloy connector (1/2"NPT)

12-2. Connector with screw-in M4 restrictor

12-3.Center back connection
13. Welding: Tin copper alloy (< 100bar/1500psi)
Silver alloy (>100bar/1500psi)
14. +/-1.6% accuracy
15. 130% of full scale over-pressure protection

16.Operating temperature:-20℃to 60℃(glycerin filled) TOLERANCES

                                            -40℃to 60℃(DRY)

Material Approved Jim 2022.03.14

Unit mm Check

TITLE NG100 Glycerin Filled Gauge Scale 01:01 Draw 2022.03.14

Revised record Reviser Revised date DWG.NO. Renision 0 Sheet 1 of 1 Data

DECIMAL

.0=±0.5

.x=±0.3

.xx=±0.1

ANGULAR

±0.5。

JIL Gauges.Ltd

1F, No. 2-23, Simen Street, Chia-Yi, 600 TAIWAN

TEL: +886-5-233-5069    FAX :+886-5-233-0095

202L-40F

1/4 
BSPT



Material Approved Jim 2022.03.14

Unit mm Check

TITLE NG100 Glycerin Filled Gauge Scale 01:01 Draw 2022.03.14

Revised record Reviser Revised date DWG.NO. Renision 0 Sheet 1 of 1 Data

JIL Gauges.Ltd

1F, No. 2-23, Simen Street, Chia-Yi, 600 TAIWAN

TEL: +886-5-233-5069    FAX :+886-5-233-0095

202L-402

Product Serial Number

Utility Pressure gauge: A 9 digit serial number is visible on the back

of the housing.


